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PROJECT DESCRIPTION

- GENERAL

This project involves the modification of an existing Traffic Control
Signal with street lighting and interconnect ot .the intersection of
MD 97 (Georgia Ave) and Reedie Drive in Montgomery County.

New conduit installigtion is required due to geomteric improvements
MD 97 (Georgia Ave) is assumed to run @ north—south direction.

INTERSECTION OPERATION

2.

The intersection shall continue to operate in a NEMA eight-phase, semi-gctuated
mode., with the MD 97 (Georgia Ave) approaches running concurrentiy.
Exclusive/Permissive left turn phases shall continue to be provided

for both approaches of MD 97 (Georgia Ave) . The pedestrian phases

with pushbutton actuation across both leg of MD 97 (Georgic Ave)

shall remian in operation. The pedestrian phases across both legs of Reedie Drive
shall remain on recall. The Exclusive/Permissive left turn phases on both legs

of Reedie Drive shall continue to be provided. The Reedie Drive approaches shall
also continue +0 run concurrently.

The existing full-trgffic-actuated. eight~phase controlier with video Interface and al! necessary
equipment housed in a NEMA size "6" base-mounted cabinet shall be utilized at this intersection.

SPECIAL NOTES

1.

2.

The Contractor shall be responsible‘for ferminofiné all signat cables.
to fhe:appropria+e terminals and shall properiy labs! each cabie.

All controller cabinet wiring will be performed by Montgomery County Forces.

Contact Dr. Wilhelm DerMinassian at (240) 777-8795 seventy-two hours in advance
of-iniendedrwork. '
All underground and overheaqd utilities shown on these plans are schematic only .
and may not be complete. The Contractor shall be responsible for notifying Miss Utility
prior to construction so that all utilities may be located in'the field. If the Contractor
perceives that a conflict between the utiiities and the traffic signal will occur, the
Contractor shall notify the Project Engineer immediately so that the conflict may be resolved.
EQUIPMENT LIST
A. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
SPEC. ' :
NUMBER : DESCRIPTION QUANTITY
815  Saw out for signal 105  L.F.
(ioop detector).
556 127 white heat applied permanent 280 L.F.
- preformed thermopiastic pavement
marking
556 24" white heat applied permanent 70 L.F.
preformed thermopliastic pavement
marking
Remove existing pavement 170 L.F.
markings
805 1" liquid tight fiexible : 5 L.F.

non-metal tic conduit for
detector sleeve.

805 Furnish and install 2” schedule © 30 L.F.
‘ 80 rigid polyviny! chioride -

trenched ,
805  Furnish and instaill 4” schedule 45 L.F.

80 rigid polyvinyl chioride
conduit - +renched '

805  Furnish and install 4” schedule 110 L.F.
80 rigid polyvinyl chloride
conduit — slotted.

811 Furnish and install electrical 2 EA
handhole.
810 Furnish and install loop wire 430 L.F.

encased in flexible tubing
(No. 14 AWG).

A.

SPEC.
NUMBER

810
810
810
810

810

EQUIPMENT LIST (CONT.)

EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

DESCRIPTION

Furnish and install 2%conduc+or'e£ec%ricai
cable {(No. 14 A.W.G.).

Furnish and install 5—conductor eilectrical
cable (No. 14 A.W.G.).

Furnish and install 7-conductor electrical
chie (NO. 14 AOWOG.).

Furnish and instail ground
rod =34 x 10’.

Furnish and install No. 6
AWG stranded bare copper
ground wire.

Canoga 4—-conductor electrical cable
{No. 14 A.W.G.) (shielded).

Remqve existing handhole

Remove and dispose of existing conduit.
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WIRING KEY

7-CONDUCTOR ELECTRICAL
CABLE (NO. 14 A.W.G )

5-CONDUCTOR ELECTRICAL
CABLE (NO. 14 A.W.G )

2-CONDUCTOR ELECTRICAL
CABLE (NO. 14 A.W.G )
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N - STRANDED BARE COPPER GROUND
WIRE (NO. 6 A.W.G.)

0} 4~CONDUCTOR CANGGA
P{ CABLE (NO. 14 A.W.G ) SHIELDED

EL.-LOOP WIRE (NO. 14 A.W.G.)
EXISTING

LW-LOOP WIRE (NC. 14 A.W.G.)
+ = GROUND RGD
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